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1.0 Introduction

This document describes how to install, configure and use the BluOS Media Comm driver, Media Renderer driver, and BluOS
ELAN Zone Controller drivers. The driver suite was created for the ELAN gSC2 and gSC10 controllers.

The driver suite supports all BluOS players. It provides functionality for now playing, transport control, volume control, presets,
play queue, service browsing, service search, and media favorites. Media Comm driver does player discovery, automatic
installation of Zone Controller drivers and Media Render driver. It also serves internal communication between players. Zone
Controller drivers provides volume controls, source switch, and grouping. Media Renderer driver works as a source to the Zone
Controller driver, providing metadata browsing, service browsing, service search, transport control, and media favorites.

This driver suite requires g!Tools version 7.3.77.0. It requires ELAN Controller firmware 8.7.514.0 or higher. The driver supports
the latest BluOS firmware.

The driver suite includes the following drivers. It has one Media Comm driver and one Media Renderer driver for one project, and
one Zone Controller for each type of player in a project.

BluOS_MEDIA_COMM.EDRVC
BluOS_MEDIA_RENDERER.EDRVC
BluOS_AlphaiQ_ZONECTLR.EDRVC
BluOS_Attessa_ZONECTLR.EDRVC
BluOS_B100S_ZONECTLR.EDRVC
BluOS_B160S_ZONECTLR.EDRVC
BluOS_B400S_ZONECTLR.EDRVC
BluOS_BSP125_ZONECTLR.EDRVC
BluOS_BSP200_ZONECTLR.EDRVC
BluOS_C389_ZONECTLR.EDRVC
BluOS_C700_ZONECTLR.EDRVC
BluOS_C3050_ZONECTLR.EDRVC
BluOS_CI1580_ZONECTLR.EDRVC
BluOS_M10_ZONECTLR.EDRVC
BluOS_NODE_ZONECTLR.EDRVC
BluOS_POWERNODE_ZONECTLR.EDRVC
BluOS_PULSE_ZONECTLR.EDRVC
BIuOS_VAULT_ZONECTLR.EDRVC
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2.0 Installation

Ensure that your players are running the latest version of BluOS firmware and all players to be configured are on the same
network. Install Media Comm driver manually, which will then install one set of Media Renderer driver and Zone Controller driver
automatically for each player discovered.

2.1 Copy Drivers to The Right Location

The default folder that the Configurator looks for drivers is set up at the very first time of your using Configurator. Usually you
need a customized folder to keep all Elan drivers in. The first time you add a driver, click “Search Folder...” and navigate to the
customized folder. After that, every Controller you log into from the same PC will look to that folder for drivers. But you can
always navigate to other customized folder that the drivers are in by clicking “Search Folder...” and navigate to it when adding a
driver from other customized folders.

Copy the drivers to your PC either to the first-time setup folder or a new customized folder.

2.2 Install Media Comm Driver

In g!Configurator “Media”, right click on “Communication Devices” and click “Add New Communication Device...".

Communication Devices 5, I
= Sources Add New Communication Device...

Security [ Tick Tick

[ Shake the Room
Climate ; Boom

[ CI580 - 8010
Lighting [ Cl580-8010-2

F ClI580-8010-3

f ClI580-80104

Video Displays

System

Content

Select “BluOS Media Comm” driver to install. Once it’s installed, it'll automatically install a set of Media Renderer driver and Zone
Controller driver for each player discovered on network.

Add New Communication Device

Device Name BluOS Media Comm

Communication Type

Name Version )
ADA Bus 8.7 Build 514.0 Rel
Autonomic eAudioCast 8.7 Build 514.0 Rel
Autonomic Media Server 8.7 Build 514.0 Rel
BluOS Media Comm 1.6.1
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2.3 Assign Source to Zone Controller Driver

One Zone Controller driver needs one Media Renderer source. When Media Comm driver installs Media Renderer and Zone
Controller driver, it will automatically assign Media Renderer source to its corresponding Zone Controller driver source
“Streaming”.

/X SC F8-57-2E-00-AE-05: Configurator (Press F1 for Help) — (] X

F T Communication De

Media Source: NODE 2i

= o Sources

Security NODE System # 6817

Chmato Source Device Media Player: NODE 2i

+ B Tuner - T187_Tuner.emv |
Lighting Video Displays Display Icon g |
— = Zone Controllers

Content
e {JODE e Source Volume < DEFAULT =
+ = Sources
‘m ¥ ( Zones Display Name NODE 2i
Video — BE= PULSE Zone
+ = Sources
Messaging ¥ ( Zones
— E= NODE 2i
— = Sources
= (Optical Input 1)
Utilities = (Optical Input 2)
(Analog Input 1) NODE
Interface = (Analog Input 2)
= (Coax Input 1)
Input/Output = (Coax Input 2)
= (HDMI ARC)
(; Zones
(; Node 2i
+ E Interface Templates
Interface Groups

Irrigation

Pool Control

Event Mapper

Layout

NOTE: Due to driver limitation, please do not change the names of the direct inputs. For example, Optical Input 1 has to stay as
Optical Input 1.

2.4 Update Zone Name for Zone Controller Driver

Theoretically, when Media Render driver and Zone Controller driver are installed, Media Comm driver will automatically name the
zone of Zone Controller driver. However, it is not always the case. Make sure to name the zone if it is not named automatically.
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F £ Communication Devices
+ o Sources

Audio Zone: Shake the Room
Video Displays Name

— Zone Controllers L A NONE
oc. < >
= BEE Tick Tick —

¥ = Sources System # 17046
+ ' Zones Universal Receiver < NONE >
— E= Shake the Room Display 1 <NONE >

o Sources ,
; Zones L S
® Shake the Room ~ Slave Zone 1 < NONE >
B Boom Slave Zone 2 <NONE >

- S es

it Turn On Source < NONE >

i Zones
EZ CI580 - 8010 Hide Volume No

4

= Sources Matrix Only No
i Zones Audio Return Input N[Ol

Lt dididiedide

2.5 Configure Zone Controller Driver Group Volume

Group volume bar gauge of a Zone Controller driver needs to be manually assigned in g!Configurator as
shown below. Elan will fix it in future.

Page Layout : BluOS_Settings.emv

o Sources

Bar Gauge Properties

Name | Group 1 Volume Picture

Text Color [V Defautt
Face Color |~ Defautt Ungroup Group All Ungroup All

Radius [V Defautt Group 1
Shading [ Defaul

Group 2
Style [Horizontal _v| Border | -|
TextSize [V Default Align Center v l
) Universal lﬁ
Options I ~1 Function =

[&.LL =S  Shake the Room: Group1_Volume v

unmuted —l—

[V Detautt Behavior
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2.6 Update Driver

Each driver has a “Update Driver” button. Click on it to update its driver as necessary. Only one update for one “type” of driver is
required. Each Zone Controller driver also has a “Discover Player” button. It can be used to discover the player in case it drops

out of network.

Event Mappe

Layout

Media Comm driver has two buttons “Enable Discovery” and “Disable Discovery” to enable/disable player discovery.

Zone Controller : Shake the Room

Name

System #

Status Color Coding
Status

Driver Vendor

Installed

Device Type

Power Link
IP Address

Port

Communication Device: BluOS Media Comm

Name
System #
Device Type
Driver Name
Driver Version
Driver Vendor
Installed

IP Address
Port

BluOS Media Comm

16.1

The Lenbrook Group

11/20/2022 21:44

BIuOS PULSE Zone Controller

<NONE >

192 . 168 . . 125

11000

2978

Ethernet

BluOS Media Comm

16.1

The Lenbrook Group

10/6/2022 18:24

192 . 168 .

11000
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3.0 Using the Driver

The current driver version 1.0.0 provides now playing, presets, play queue, service browsing and searching.

3.1 Launching BIuOS ELAN Driver

Launch g!Viewer or ELAN mobile app. Click “Media” to see all the players installed.

Media Zones All Zones Off

Set Passwords for All Accounts

3.2 Now Playing

Click on any of the BIuOS players to enter Now Playing page. It has fully supported transport control. Due to ELAN system limit,
up to 14 services are supported (including Presets, Playlists, Library, USB, Optical Input, etc.)

ELAN Viewer: SC F§-57-2E-00-AE-05 = o X

<] Node 2i

IR WW 41 Deezer
)3 i
SOk % L ul Nat King Cole
EsS

Santa Claus Is Coming: Frosty The Snowman
The Christmas Song (Merry Christmas To You)

€ 11 > 2 @ )
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3.3 Presets

Click on “Presets” icon (the first one) will bring up presets list. Each preset has “load” and “delete” actions.

'E ELAN Viewer: SC rB—S?‘-?E'—Eﬁ

= <] Node

Presets
Today's Hits

Is Everything OK

my rules

This Is Summer
survival pop
Chill Out

Radio Paradise

04 41 IAZ7 ThAOA { la==)

5 Node Media Renderer v

3.4 Play Queue

Click on the right most icon next to transport control keys will bring up play queue. Each track has “Play” and “Delete” actions.
And queue has “Save Queue” icon on top right to save the queue.

“‘E ELAN Viewer; SC F8-57-2E-00-AE-05 - EE—)
PULSE [>

Play Queue

KlNEH Thank God It Didn't Work
1
Runn Kansas City Star

1 TRIBUTE T0 You Make It Easy (Remix)

MH-I-ER Goodbye Summer

R I

Singles You Up (Stripped)

7

Set Passwords for All Accounts
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3.5 Services

Click on any music service icons will bring up browsing screen.

E ELAN Viewer: SC F8-57-2E-00-AE-05

Popular Playlists
Popular Artists
Popular Albums

Popular Songs

9 Node Media Renderer

3.6 Search

What's Hot

If a music service has search functionality available, you can click on “Search” on the first page of the music service to do the

search.

e

2 ELAN Viewer: SC Fg-57-2E-00-AE-05

Radio

What's Hot
Genres
Recommendations
My Music

New Albums

5 Node Media Renderer

Deezer
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3.7 Favorites

While selecting service album, track, playlist, or station, clicking on the favorite icon (heart icon) will add the item to Favorites and
sync to BIuOS “My Favorites”.

Tick Tick

New Albums

ﬂ This Is Telex

TOXIC

‘Aq FUCK*NEXT 2
r “*
Fortitude
e ZerZer Vol.1

+ Typhoons
Y

‘N@-“ - Ashamed

[l

Young Heart
OFF ‘/z/) Tick tick

Set Passwords for All Accounts

The added favorite items can be loaded when clicking on “heart icon” on main page.

Tick Tick

Deezer

Birdy
Young Heart
Voyager

€ > 21 x 2

Set Passwords for All Accounts
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Clicking on “x” will remove the favorited item (synced to BluOS). Clicking on “>” will play the favorited item.

Tick Tick

Favourites
TOXIC
Young Heart
i Les pianos de Gainsbourg
")
91.1| JAZZ.FM91 (Jazz Music)

94.1 | CBC Music Toronto (Classical Music)

OFF '/y Tick tick

Set Passwords for All Accounts

NOTE: Adding / Removing favorite an item in Elan will also add/remove the item to/from “My Favorites” in BluOS app; but adding
/ removing favorite an item in BluOS app does not affect Favorites items in Elan. Favorite items in Elan are more like a shortcut
of playing the items in a fast way.

3.8 Media Favorites

Once “Favorites” is available, the favored items can be added to ELAN Media Favorites.

First, click on the heart shape on top right as it shows below.

Tick Tick

'/y Tick tick

/J
OFF "./) Tick tick

Set Passwords for All Accounts
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Then click “Add Media...”

Tick Tick

Edit Favorites for Remi'’s iPad

Add Media..

OFF ’ly Tick tick

Set Passwords for All Accounts

From the listed favorite items, click on “+” sign to add a favorite item to Elan Media Favorites.

12:35 AM Mon May 3

— Tick Tick i

Available Media Favorites Media Favorites

Tick tick

@© Toxc
@ Young Heart

@ Les pianos de Gainsbourg

91.1 | JAZZ.FM91 (Jazz
Music)

@ 94.1 | CBC Music Toronto
(Classical Music)

OFF @ Tick tick

Set Passwords for All Accounts
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Once a favorite item is added to Media Favorites, it will look like below. Clicking on the item will start to play immediately.

Tick Tick

94.1| CBC
Music Toro..

* Young Heart

‘ Nostalgia 2

% Tick tick

OFF 'U.A Tick tick

Set Passwords for All Accounts

Tap any media favorite item will start to play the item, for example “Young Heart”. Press and Hold the cover art of the item, and

tap “Save this Image” to change the cover art of the favorite item.

Tick Tick
Deezer
Birdy

Young Heart
The Witching Hour — Intro

€ 11> %2 @

! Save this Image

OFF -/7./) Tick tick v

Set Passwords for All Accounts

Note: Update the icon of a favorite item only works in horizontal in Viewer.

15 |
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The icon of the favorite item is changed from “star” to the right cover art.

Tick Tick

94.1|CBC
Music Toro..

Young Heart

‘,L Nostalgia 2

‘% Tick tick

OFF “z/) Tick tick v

Set Passwords for All Accounts

3.9 Volume Control

Click on “+”, “-", and “mute” button at the bottom can control player volume.

3.10 Grouping

Click on the settings icon on top right of a zone for grouping UI.

ELAN Viewer. SC F8-57-2E-00-AE-05

4 Shake the Room

Sweet awakening
RIOPY
[extended] BLISS

€ > I

[extended]

/J Shake the Room

Version 1.6.1
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The grouping Ul will show as below.

8 ELAN Viewer: SC F8-57-2E-00-AE-05

1l Settings

Shake the Room+Tick Tick selected, master Shake the

Ungroup Group All

unmutec

unmutec

unmutec

unmutec

unmutec

OFF

e Does not provide fixed grouping Ul but only shows feedbacks of fixed groups.
e Must select a group first before grouping or ungrouping.

Group 2

Group 3

Group 4

Group 5

<« Shake the Room »

Ungroup A
Shake the Room+Tick Tick

SOURCE

Shake the Room

Tick Tick
C1580 - 8010
C1580-8010-2
C1580-8010-3
C1580-8010-4

Boom

Player 8

Player 9

Player 10

Player 11

Player 12

m

e ——————————

e How to group - Select a group and then select a player to be added to the group. The first player
added to the group is the master if the player is a fixed group master or not at all grouped.

e Group All will group all players to the current zone player if the zone player is not a slave.

e The driver supports up to 8 groups and 32 players but the grouping Ul only supports up to 5
groups and 12 players. Users can always add their own Ul to have up to 8 groups and 32 players.
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4.0 Support

For technical support issues, contact BluOS technical support at http://support.bluos.net or email support@bluos.net.
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5.0 Known Issues

The following issues are known to exist.

VDrlv_er Issue Workaround
ersion
1.4.0 Cover art and album art with “https” url may not display properly None.
All Both Repeat and Repeat Once are treated as Repeat. None. Elan only supports two states.
Al Deleting multiple tracks from queue may not update the queue Leave the queue page and return to the
properly. queue page again.
All Grouping feature is not supported yet. None.
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